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ELECTRONIC MODULES FOR BRAKES

Bridge Rectifier -
BEG-161-250-000-1
13046442

The Regular Collection 6-pole bridge rectifiers conduce to
supply electromagnetic DC-brakes and clutches with full-
wave rectified AC voltage. For DC-switching a spark-
suppressor is integrated via terminals 5 and 6. The spark
suppressor inside the rectifier BEG-161-250-000-1 is
optimized for operation at 230V AC power line. Thereby the
lifetime of the switching contact is improved. With the
switching contact the coil power is switched.

DESCRIPTION VALUE

Rectifier type Bridge Rectifier

Input voltage range 0 bis 250 V

Max. current 0,75 A

Quick shut down over contact

Overexcitation time - s

Temperature range -40…80°C

Connector type Screw Terminal

Certification UL / CSA

Output voltage Uin x 0,89 V

CONTACT

Sales Team Kendrion Villingen +49 (0) 7721 877-1417

sales-villingen-ib@kendrion.com

08 September 2026 © Kendrion N.V.



PRECISION. SAFETY. MOTION.

PRODUCT

https://www.kendrion.com/en/productfinder/group/product/electronic-modules-for-
brakes/beg-161-250-000-1

Powered by TCPDF (www.tcpdf.org)

08 September 2026 © Kendrion N.V.

http://www.tcpdf.org

