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MODULAR I/O

Kuhnke FIO CAN
694 455 06

The Kuhnke FIO communication modules provide
interfaces for all well-established field bus systems. The
Kuhnke FIO CAN Master/Slave module offers a CAN
interface as an EtherCAT CAN gateway. The higher
protocols are realized by CODESYS (CANopen
Master/Slave, etc.). In CODESYS 3 this module shows a
CAN bus connection and further configurations can be
added. A device description for CODESYS 3 that provides
all necessary information is available. The device driver
(CAN Mini Driver) is also required. The signal status of a
channel is indicated by LEDs.

1 x CAN (100 .. 1000 kbit/s)
Functions selectable via CODESYS V3 device driver
Status and communication display via LEDs

DESCRIPTION VALUE

Function communication

Model Control cabinet modul

Product status Standard product

Field bus interfaces EtherCAT, CAN

Type of connection female plug with PUSH IN spring connection

Status indication LEDs allocated to the point of termination

Housing material Aluminium frame, plastic housing

Dimensions (W x H x D) 25 x 120 x 90 mm

IP-Protection Class IP 20

Supply voltage 24 V (-15% / +20%)

Operating temperature 0 ... +55°C

Immunity Zone B according to EN 61131-2

Certifications CE,UL
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Powered by TCPDF (www.tcpdf.org)

February 10, 2026 © Kendrion N.V.

http://www.tcpdf.org

