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OPTICAL SHUTTER

High performance optical
shutter D2
D23 Shutter

Based on our rotary solenoid D2, Kendrion offers a wide
range of highly reliable optical shutters for blocking light
and laser beams in the field of optical safety technology.
The optical shutter D23 forms the technical basis with
remarkable properties and can be used in a wide range of
applications, e.g. in medical instruments, aeronautical
instruments, fiber optic signal transmission systems and in
mass photometry. The D23 optical shutter impresses with
maximum reliability, durability and a fast switching time of
approx. 15 ms. With at least 10 million switching cycles, the
Shutter D23 is designed for reliable continuous operation.

DESCRIPTION VALUE

Rotation angle 30°

Return mechanism Spring return

End position detection Yes

Housing type round

Nominal voltage 24V DC / 12V DC optional V

Duty cycle 100 %

Power consumption 3,8 W

Thermal class B (130 °C)

Connection Wire 20 cm

Dimensions Diameter 27.6 / Length 42mm

-5° - 35°C

Switching time ≤ 15 ms

Switching frequency max. 5 Hz

10 Mio Zyklen
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CONTACT

Sales Team Kendrion IAC +49 (0) 4523 402-0

sales@kendrion.com

PRODUCT

https://www.kendrion.com/en/productfinder/group/product/optical-shutter/d23-shutter-optical-
shutter-2

Powered by TCPDF (www.tcpdf.org)

13 September 2026 © Kendrion N.V.

http://www.tcpdf.org

