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1 Imprint 

1.1 Contact details 

 

Kendrion Kuhnke Automation GmbH 
Industrial Control Systems 

Lütjenburger Straße 101 

D-23714 Malente 

Germany 

 

 

Tel. Support +49 4523 402-300 

Email Support controltechnology-ics@kendrion.com 

Tel. Headquar-
ters 

+49 4523 402-0 

Email Sales sales-ics@kendrion.com 

Internet www.kendrion.com 

  

  

 

1.2 Release Information 

1.2.1 Manual 

Manual history 

Version Date Comments / Changes 

1.0 11.02.2025 Release 

1.01 06.10.2025 E-bus load table inserted (Tabelle 1: E-Bus Load) 

1.02 03.08.2026 Corrected an error in the specification of the input voltage range in the chapter 
5.2.2Module supply/power supply 

1.03 11.08.2026 Note on the FlowControl function (Safety FBD) added to Chapter 3.4.3 
CODESYS Safety 

 

 

1.2.2 Manual version / Safety PLC version 

The following table describes the relationship between the module release (module version) and the corre-
sponding manual version. 

 

Module Release 

Version Manual Date Comments / Changes 

V1.00 V1.0 11.02.2025 Valid for Module Release from V1.00 and higher 

V1.00 V1.01 06.10.2025 Valid for Module Release from V1.00 and higher 

V1.00 V1.02 03.08.2026 Valid for Module Release from V1.00 and higher 

V1.01 V1.03 11.08.2026 Valid for Module Release from V1.01 and higher 

 

 

  

mailto:controltechnology-ics@kendrion.com
mailto:sales-ics@kendrion.com
http://www.kendrion.com/


Kendrion Kuhnke Automation GmbH Imprint and version information 

 

Kuhnke FIO Safety PLC EC/EXT (E 871 DE)   6 
11.08.2026 

1.2.3 Terms used 

 

Terms used 

Concept Meaning 

Safety PLC  The security control described in this document. In most cases, the short 
spelling is used, and always applies to both variants SafetyÁPLCÁEC and 
SafetyÁPLCÁEXT 

Safety PLC EC A Safety PLC with additional bus coupler functionality.  

Safety PLC EXT A Safety PLC with additional extender functionality.  

Standard control Main control of the system that provides the EtherCAT master. 

CODESYS Standard Control Programming Environment  

Safety Package CODESYS Safety Extension 

PLCopen-Safety Certified library for safety function modules 

FBD Function Block Diagram 

FIO system FIO module family 

FIO PLC Small control system for the FIO system 

Head module General name for bus coupler or small controller in the FIO system 

CODESYS Safety Extension Certified Safety Programming Environment 

Logical Exchange Variables Used to exchange information between the Safety PLC and the standard 
controller (see CODESYS Safety User Manual) 
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2 Foreword 

2.1 About this User Guide 

This document is the user manual for the Safety PLC EC with the product number 694 331 00 and the Safety 
PLC EXT with the product number 694 332 00. The use may only be carried out in accordance with the 
specifications of this manual. 

When working with the module, please also use the CODESYS Safety User Manual in the version certified 
for use with CODESYS Safety 1.6.1. This is provided by 3S-Smart Software Solutions GmbH (CODESYS). 

This document is intended for the documents described in Chapter 2.2.2 Target groups of the user manual 
described target group is determined. There is no information about delivery options. Changes, omissions 
and errors excepted. Illustrations similar. 

 

 

Note, Information 

Please also note the ERRATA_Sheet_Safety for currently relevant safety warnings. 

You can find the current version in our product finder, or a direct link to the document. 

 

2.1.1 Limitations 

The data provided are for product description purposes only and must not be understood as a guaranteed 
quality of the product in the legal sense. Quality agreements are reserved for the specific contractual rela-
tionship. Any claims for damages against us ï regardless of the legal basis ï are excluded, unless we are 
guilty of intent or gross negligence. 

2.1.2 Terms of delivery 

The general terms and conditions of sale and performance of Kendrion Kuhnke Automation GmbH apply. 

2.1.3 Urheberschutz / Copyright 

Copyright © Kendrion Kuhnke Automation GmbH 

This user guide is protected by copyright. 

Reproduction and duplication in any kind and form, in whole or in part, is not permitted without the written 
permission of Kendrion Kuhnke Automation GmbH. 

EtherCAT® is a registered trademark and patented technology licensed by Beckhoff Automation GmbH, 
Germany.  

Safety over EtherCAT is a registered trademark and patented technology licensed by Beckhoff Automation 
GmbH, Germany. 

See www.plcopen.org for more information about the PLCopen organization. CiA® and CANopen® are reg-
istered Community trademarks of CAN in Automation e.V. The rights of all companies and company names 
as well as goods and trade names mentioned here belong to the respective companies. 

 

https://www.kendrion.com/de/produktfinder/gruppe/safety
https://www.kendrion.com/de/produktfinder/gruppe/produkt?tx_avsite_directdownload%5Baction%5D=directDownload&tx_avsite_directdownload%5Bcontroller%5D=Download&tx_avsite_directdownload%5Bdownloadfile%5D=2059&type=1646138079&cHash=0e24fd18e6958385ae9fc2dd1450df2b
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2.1.4 Warranty Policy 

With regard to the warranty, reference is made to the provisions of the terms and conditions of sale of 
Kendrion Kuhnke Automation GmbH or, if available, to the existing contractual agreements. 

The right to warranty does not apply: 

Ą in case of improper assembly and use, 

Ą in the event of repairs or unauthorised maintenance, 

Ą when opening the module housing, 

Ą when changing, obscuring or removing the serial number. 

 

2.1.5 Symbols and means of representation 

The following symbols and means of representation are used in this user manual: 

 

Symbols and means of representation 

Symbol Meaning 

Ą é List entry 

¤ é Single action or list of action instructions that can be executed in any order. 

1. é 

2. é 

List of actions that must be executed in the order indicated. 

 

 

 

Further information about the product 
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2.2 Reliability, safety 

2.2.1 Scope 

This user manual contains the necessary information for the intended use of the product described. 

2.2.2 Target groups of the user manual 

The user manual is aimed at specialist personnel from design, project planning, service and commissioning. 
Comprehensive knowledge of automation technology and functional safety is required for a correct under-
standing and error-free implementation of technical descriptions, operating information and, in particular, 
hazard and warning information. 

2.2.3 Dangers and warnings 

Despite the fact that the 2.2.5 Safety In accordance with the measures described, the occurrence of errors in 
electronic control systems must be expected, no matter how unlikely they may be. 

Please pay special attention to the additional instructions indicated by symbols in this user manual. Some of 
these hints draw attention to dangers, others serve as orientation for the reader. In order of decreasing im-
portance, they are described below. 

 

The content in the hazard and warning information is structured as follows: 

 

 WARNING 

Optional: 

OtherSymbols 

Type and source of danger 

Brief description and possible consequences of non-compliance 

Measures to prevent 

 

 

The signal terms described below are used for warnings that you must observe for your personal safety and 
to avoid property damage. 

 

 DANGER 

The note DANGER refers to an immediately dangerous situation which, if the advice is disregarded, will 
inevitably lead to a serious or fatal accident. 

 

 WARNING 

The WARNING indicates a potentially dangerous situation which, if disregarded, may result in a serious 
or fatal accident or damage to this device or other equipment. 

 

 CAUTION 

The note CAUTION refers to a potentially dangerous situation which, if the advice is disregarded, could 
lead to an accident or damage to this device or other equipment. 
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2.2.4 Other notes 

 

 

Note, Information 

This mark draws attention to additional information concerning the use of the product described. It 
can also be a cross-reference to information found elsewhere (e.g. in other manuals). 

2.2.5 Safety 

Our products usually become part of larger systems or plants. The following tips are intended to help inte-
grate the product into the environment without danger to people and machines/systems. 

 

 DANGER 

Disregard for the user manual! 

Precautions to prevent dangerous errors can be overridden or additional sources of danger can be cre-
ated. 

Read the user manual carefully. 

Pay particular attention to hazard warnings. 

 

 

 

In order to achieve the highest level of conceptual safety when designing and installing an electronic 
control unit, it is essential to follow the instructions contained in the user manual exactly, as incorrect 
handling may override precautions to prevent dangerous errors or create additional sources of dan-
ger. 
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2.2.6 Consider during project planning and installation 

Ą The safety and accident prevention regulations applicable to the specific incident must be observed. 

Ą Please pay particular attention to the hazard warnings, which are intended to draw attention to possible 
sources of error at the appropriate point. 

Ą In any case, comply with the relevant standards and VDE regulations. 

Ą Install controls in such a way that unintentional actuation is excluded. 

2.2.7 Observe during servicing or servicing 

Ą When measuring and testing work on the switched on control unit, observe the accident prevention regula-
tion BGV A3 (VBG 4.0), in particular §8 (Permissible deviations when working on parts). 

Ą The Safety PLC module is maintenance-free, there are no spare parts. 

Ą Repair work on the Safety PLC module is not permitted. In the event of an error, send the module including 
a description of the error to Kendrion Kuhnke Automation GmbH. 

Ą Changes to the structure or wiring may only be carried out when the vehicle is de-energized. Otherwise, the 
modules can be destroyed or their function impaired. In addition, unexpected dangerous situations can arise 
that can result in accidents. 

2.2.8 General Installation Instructions 

Electronic control systems as part of machines, plants and systems require the consideration of applicable 
rules and regulations, depending on the area of application. 

General requirements for the electrical equipment of machinery with the aim of machine safety are contained 
in the EN 60204 Part 1 standard (equivalent to VDE 0113). 

 

 

For the safe installation of the Safety PLC, the instructions from chapter 6 Installation and operation 
must be observed. 

 

Interference emission 

Emission of electromagnetic fields, HF according to EN 55011, limit class A, group 1 

 

 

If the control unit is to be used in residential areas, the limit value class B according to EN 55011 
must be complied with with regard to interference emission. 

This can be achieved, for example, by installing the control system in grounded metal cabinets and 
by installing filters in the supply lines. 

 

The IEC 61131-2:2007 standard, which has been implemented at European level in the EN 61131-2:2007 
standard, applies internationally for the design and immunity of programmable logic controllers. 

 

 

General installation regulations that must be followed in order to limit coupling factors and conse-
quently interference voltages to levels that can be withstood are contained in IEC TR 61131-4, 
Guide for Users. 
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Protection against external electrical influences 

¤ If provided, connect the control system to the protective conductor to dissipate electromagnetic interference. 

 

 

The modules must be connected to the functional ground. See also 6.2.1 Earthing. 

 

Running of cables 

¤ Lay power circuits separately, not together with control circuits:DC voltage 60é 400 V Voltage 25é 
400 V 

¤ Only lay the following control circuits together:Data signals, shieldedAnalog signals, shieldedDigital I/O ca-
bles, shieldedDC voltage < 60 V, unshieldedAC voltage < 25 V, unshielded 

 

Installation Location 

¤ Ensure that there are no impairments in terms of temperature, contamination, shock, vibration and electro-
magnetic influence. 

 

Temperature 

¤ Consider heat sources: space heating, solar radiation, heat accumulation in assembly rooms and control 
cabinets. 

 

Impurities 

¤ Use appropriate housings to avoid possible adverse effects from moisture, corrosive gases, liquids and con-
ductive dust. (e.g. installation in a suitable control cabinet). 

 

Shock and vibration 

¤ Be aware of possible influences from engines, compressors, transfer lines, presses, pile drivers and vehi-
cles. 

 

Electromagnetic influence 

¤ Consider electromagnetic interference from various sources at the site: motors, switching devices, switching 
thyristors, radio-controlled equipment, welding equipment, electric arcs, switching power supplies, power 
converters/inverters. 
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3 System description 

The Safety PLC EC and the Safety PLC EXT are used to integrate functional safety into the control system. 
The Safety PLC eliminates the need for separate wiring of safety circuits. The Safety PLC has the task of 
executing the safety application program and exchanging the safety-relevant control information with the as-
signed safe slave modules. 

 

Figure: Safety PLC EC and Safety PLC EXT 

The prerequisite for the use of the Safety PLC is the use of a higher-level controller based on CODESYS, 
hereinafter referred to as the standard controller, as well as EtherCAT as a fieldbus for data exchange.  

 

 

The Safety PLC can also be operated with any EtherCAT master (which, however, has to analyze the ENI file 

and copy the safe process image). 

 

Description of the main differences between the SPLC EC and the SPLC EXT and the Standard Safety PLC. 

 

The main differences between the Kuhnke Safety PLC EC and the existing solution of the "Kuhnke FIO 
Safety PLC - 694 330 00" are that the bus coupler function of the head module is supplemented by the 
safety-relevant PLC core. This means that the Safety PLC can be used alone without the previously required 
FIO bus coupler module (EtherCAT bus coupler, order number: 694 400 00). The added function also deter-
mines the new name of the product: Kuhnke°FIO°Safety°PLC°EC (EtherCAT, Coupler), hereinafter referred 
to as "SPLC EC".  
The SPLC EC has two RJ45 sockets for this purpose, one EtherCAT IN and one EtherCAT Out. 
A 24V power supply is also necessary, since it is a head module.  

 

The Kuhnke Safety PLC EXT has the additional function of an extender, which enables the network to be 
extended via the EtherCAT Out connection, hence the name of this variant as Kuhnke°FIO°Safety°PLC°EXT 
(EtherCAT Extension), hereinafter referred to as "SPLC EXT". 
 

In the further course, both solutions are referred to collectively as Safety PLC if possible. 

 
The Safety PLC also has an SD card holder. When the SD card is plugged in, the power-up checks whether 
the project on the card matches the one on the SPLC. If this is not the case, a current backup is created on 
the SD card. This makes it possible to replace the SPLC without a PC if necessary.   
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3.1 Control system ï functional overview 

The following illustration shows an example of a control system with Safety PLC. 

 

 

 

Figure: System overview 

The programming PC with the programming system is connected to the standard controller via Ethernet to 
program it. With the standard control, a Safety PLC can then be programmed via the connected EtherCAT 
fieldbus. 

During operation, the process data is exchanged between the standard controller and the standard actuators 
and sensors via EtherCAT. 

At the same time, Safety PLC uses the EtherCAT fieldbus to exchange safety-related signals with safe IO 
modules or drives with the help of the "FSoE" protocol. 

 

3.2 EtherCATÈ ï Ethernet Control 

EtherCAT is an Ethernet-based fieldbus system and is suitable as a fast drive and I/O bus on controllers (in-
dustrial PC or PLC) because of its speed.  

EtherCAT connects the controller to both the I/O modules and drives as fast as a backplane bus. This means 
that EtherCAT controllers behave almost like central controllers. 
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3.3 FIO system 

The Safety PLC is a module from the FIO system. The FIO system is a collection of modular modules for in-
tegration into an EtherCAT network for the transmission of process signals.  

In the Safety PLC EC or the FIO bus coupler as head module, the transmission is converted from twisted 
pair to LVDS (E-Bus) and the system voltages for the LVDS modules are generated. On the one hand, the 
usual 100 Base TX lines are connected. On the other hand, the FIO modules for the process signals are 
lined up one after the other. The EtherCAT protocol is retained down to the last I/O module. 

Instead of a bus coupler, an FIO PLC can also be used as a head module, which then takes over the func-
tion of the standard control with bus master. 

 

 

 

 

Figure: FIO system 

 

FIO System 

Pos. Designation Pos. Designation 

1 PLC with FIO extension modules 4 Expansion Modules 

2 Bus couplers with FIO expansion modules 5 Safety PLC EC 

3 FIO PLC 6 Safety IO's 
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3.4 FIO Safety System 

The FIO Safety System extends the FIO module system with the Safety PLC described here and modules 
with safe inputs and outputs. There is no need for separate wiring of safety circuits. The safe signals are 
transmitted together with the standard signals in the EtherCAT protocol to the Safety PLC. The basis for this 
integration is the certified safety protocol FSoE. 

 

 

3.4.1 Safety over EtherCAT (FSoE) 

Parallel to the EtherCAT development, a safety protocol was developed that is available for EtherCAT as 
"Safety over EtherCAT" (FSoE = Fail Safe over EtherCAT). This enables functional safety to be realized with 
EtherCAT. The protocol and implementation are certified and meet Safety Integrity Level 3 according to IEC 
61508. Safety over EtherCAT has been internationally standardized in IEC 61784-3-12 since 2010. 

Safety over EtherCAT does not cause any restriction in terms of transmission speed and cycle time, as 
EtherCAT is used as a communication medium. The transport medium is considered a "black channel" and 
is not included in the security consideration. 

 

 

3.4.2 Safety PLC EC/EXT 

The Safety PLC links the inputs and outputs of the FIO safety system and safety-related signals from other 
FSoE devices in the plant. 

It basically works in conjunction with a superordinate PLC based on CODESYS, here called standard con-
trol. The Safety PLC has a two-channel design and communicates with the non-safe variables as well as in-
puts and outputs of the standard controller via the standard controller via the standard controller as well as 
the logical exchange variables (see CODESYS Safety User Manual - "Logical I/O"). 

3.4.3 CODESYS Safety 

The Safety PLC is programmed with a certified, fully integrated plug-in (Safety Package) in the CODESYS 
Development System.  

The Safety PLC appears as an EtherCAT slave node under the standard controller with an application, task, 
and global variable lists, POUs, and logical I/O. It fulfils all functions described in the CODESYS® Safety 
User Manual for version 1.6.1. The only restriction is that the integration only works in conjunction with Ether-
CAT as a communication medium for Safety PLC. 

Programming is carried out according to the user manual with the integrated FUP Safety Editor (according to 
IEC 61131-3 with certified suitability for IEC 61508 SIL3 applications) at the Basic/Extended Level using cer-
tified modules (IEC 61131-3 standard or PLCopen Safety). 

In the Basic Level, certified functional modules (PLCopen-Safety) are graphically interconnected with each 
other and form the safety program of the system. If the technical status of the certified modules is not suffi-
cient for a project, the security program can be expanded at the extended level with an extended range of 
commands. 

The software has other additional functions for safeguarding the security function, such as change tracking, 
secure signal flow, secure versioning (pinning), separation, safe operation, and debug mode. 
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Note on the FlowControl Function (Safety FBD) 

The FlowControl function for Safety FBDs is disabled. As a result, intermediate values within an 
FBD network are no longer displayed in online monitoring. Variable values are recorded and dis-
played only at the end of the cycle. In addition, the color highlighting of Boolean signal paths in the 
FBD is no longer used. The functionality of the safety application and its safety-related behavior 
remain unaffected by this change. 

 

3.4.4 PLCopen Safety Library in CODESYS 

The PLCopen building blocks have been defined and certified by the PLCopen organization together with its 
members and external organizations that deal with security-related aspects. Similar to logical wiring, the 
building blocks can be linked to each other by logical operations in order to reliably program a security appli-
cation from these components. 

 

 

 

 

 CAUTION 

The use of certified secure building blocks alone does not guarantee that the user program is error-free. 
Every program must be developed and thoroughly tested in a safety-relevant manner. 
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4 Product 

4.1 Product description Safety PLC EC/EXT 

The Safety PLC is used to integrate safety functions into a control system. The core of the Safety PLC con-
sists of two microcontrollers that implement the safety functions and communicate with each other to ex-
change process data and monitor each other.  

As a modular module, it is integrated into an FIO system. The module is designed to be mounted on a DIN 
rail in a control cabinet. 

Overview:  

 

Figure: Exterior features of the Safety PLC module 

Legend Product Description 

Pos. Designation Pos. Designation 

1 Convection slots 9 Left-hand e-bus connection 

2 Protective cap e-bus 10 Status LED: SD card 

3 Status LEDs 11 Status LED: EtherCAT Out  

4 Status LED: EtherCAT Out / SD Card     12 Marking clip 

5 Status LED: EtherCAT In / 24 V  13 Release lever 

6 Connection 24V supply 14 Blind lid 

7 EtherCAT Out (SPLC EC) 15 EtherCAT Out (SPLC EXT) 

8 EtherCAT In (SPLC EC) 16 DIN rail fastening, functional earth 

 

The housing carrier consists of an aluminium profile with an integrated clamping device for fastening the 
module to a 35 mm DIN rail. The housing tray with the light guides for the status indicators, the side surfaces 
and the front are made of plastic and enclose the module. 
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4.2 Application 

4.2.1 Intended use 

The FIO system is a system of I/O modules for connecting the process signals in an EtherCAT network. It 
consists of the bus coupler and various I/O modules. The FIO Safety System with Safety PLC and the FIO 
Safety Module extend the FIO system with functions that allow use in the field of functional safety of ma-
chines. 

 

The intended areas of application are safety functions on machines or systems and the directly related tasks 
in industrial automation. In this context, the system may only be used for applications with a defined fail-safe 
state. The defined fail-safe state of the system is the power-free state. When using all safety-related control 
components, the safety measures applicable to industrial control systems (protection by protective devices, 
such as emergency stops) must be observed in accordance with the applicable national or international reg-
ulations. This also applies to all other connected devices, such as drives or light curtains. 

 

The safety instructions with information on the connection conditions (nameplate and documentation) and 
the limits specified in the technical data in this user manual must be read carefully and strictly adhered to be-
fore installation and commissioning.  

 

The system is not suitable for use that poses disastrous risks or hazards that could lead to the death or injury 
of many persons or serious environmental damage if exceptionally high safety measures are not ensured. In 
particular, it is not permitted to use it in the monitoring of nuclear reactions in nuclear power plants, flight 
control systems, air traffic control, the control of means of mass transport, medical life support systems and 
the control of weapon systems. 

 

 WARNING 

Impairment of security when using unsuitable EtherCAT modules! 

The Safety-PLC may only be operated with ETG-compliant modules on a bus. 

 

 WARNING 

Impairment of security when using inappropriate FSoE slave modules! 

The Safety PLC may only be used with FSoE compliant and certified slave modules. 

 

 WARNING 

Incorrect operation by unqualified personnel! 

The Safety PLC may only be installed and programmed by appropriately qualified personnel. 
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4.2.2 Qualified personnel 

The use of the safety products is limited exclusively to the following persons: 

Ą Qualified personnel who are familiar with the relevant functional safety concepts as well as the applicable 
standards and regulations. 

Ą Qualified personnel who plan, develop, install and commission safety equipment for machines and systems. 

Qualified personnel within the meaning of the safety instructions in this manual are persons who, on the ba-
sis of their training, experience and instruction as well as their knowledge of relevant standards, regulations, 
accident prevention regulations and operating conditions, are entitled to carry out the necessary activities in 
each case and are able to identify and avoid possible hazards. Sufficient language skills are also required for 
understanding this manual. 

 

4.2.3 Disclaimer 

The user must coordinate and comply with the use of the safety-related control components with the author-
ity responsible for him on his own responsibility. 

The manufacturer assumes no liability or warranty for damage caused by: 

Ą improper use, 

Ą non-compliance with standards and guidelines, 

Ą unauthorized changes to devices, connections, and settings, 

Ą Use of unapproved or unsuitable equipment or groups of devices, 

Ą Failure to comply with the safety instructions listed in this manual. 
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4.3 Safe condition 

A distinction is made between two different safe states: 

Ą The first safe state is assumed functionally and depends on the respective application, operation and soft-
ware of the machine. It is the desired functional safe state. The system works flawlessly. 

Ą The second safe state is the fail-safe state and is assumed in the event of an internal or externally detected 
fault. 

4.3.1 Functional safe state 

The functional safe state is the state in error-free operation. 

This condition also includes situations in which modules connected to the Safety PLC signal a fault. These 
generally do not lead to the safety PLC leaving the functionally safe state and are therefore handled by the 
safety application (e.g. loss of communication to a safe I/O module). 

4.3.2 Fail-safe condition 

Internal error 

The fail-safe state of the Safety PLC is the state in which no valid FSoETelegrams are sent to the 
FSoESlaves involved. In the absence of valid FSoE telegrams, the FSoE slaves assume the safe state (de-
energized at the outputs) after the parameterized watchdog time has elapsed. 

Safety-endangering internal errors lead to FSoE communication being discontinued and thus switching to a 
fail-safe state. This also stops FSoE communication. EtherCAT communication is still active as far as possi-
ble and allows diagnostic options. 

 

External error 

The module monitors the permissible operating temperature. If the permissible range is left in this process, 
the Safety PLC goes into the fail-safe state and no more FSoE telegrams are sent. 

At (overvoltage and undervoltage), the SPLC will turn off and restart when the allowed range is reached. 

 

Leaving the fail-safe state 

According to the FSoESspecification, connected FSoESlaves fall into the safe state if a correct FSoE tele-
gram is not received after the watchdog time has expired. The fail-safe state can only be left by a power cy-
cle. After switching back on, a full self-test is performed as part of the initialization phase. 
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4.4 Traceability 

Traceability means that it is possible to determine at any time when and where and by whom the goods were 
manufactured, processed, stored, transported, consumed or disposed of for a product or commodity 

 

Kendrion Kuhnke Automation GmbH can assume this requirement for production, processing, storage and 
transport, the customer is responsible for the further whereabouts of the product. 

 

The product can be clearly identified by the serial number and is therefore traceable. You will find the serial 
number printed on the front of the module and as a sticker on the bottom of the module. It can also be read 
by software. The customer must write down this number together with the machine, installation location and 
end customer to ensure traceability. 

 

 

The customer must ensure the traceability of the devices via the serial number. 

 

4.5 Service life 

The Safety PLC modules have a maximum service life of 20 years, calculated from the date of manufacture 
(see chapter 5.1 Marking and identification). The module must be decommissioned at least one week before 
the end of these 20 years (see chapter  6.10.3 Decommissioning). 

 

 

The date of manufacture is printed on the housing as part of the serial number and is also stored 
in the memory of the Safety PLC (see chapter 5.1.2 Serial number). 
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4.6 Specifications 

 

The safety-related characteristics are described in chapter "8.1 Safety characteristics of Safety 
PLC" 

4.6.1 General device data 

 

Specifications 

Designation Value 

Device data 

Product name Safety PLC EC or Safety PLC EXT 

Feldus EtherCAT 100 Mbit/s 

Connection e-bus 10-pin system connector in side panel 

Memory for CODESYS application 
and configuration data 

A total of 768kByte is available: 

¶ 512kByte for the CODESYS application  

¶ 256kByte for the configuration data  

Potential separation The modules are potential-separated from each other and from the bus. With 
the exception of the head module (SPLC EC), which is not potential-isolated 
from the backplane bus. 

Diagnosis LEDs (see chapter 5.4 Status LEDs) 
SDO objects (see chapter 8.3 Communication Objects) 

Log storage via the programming system 

E-Bus Supply (SPLC EC) maximum 2A               (Please note the load of the modules - Tabelle 1: E-Bus Load) 

E-Bus Load (SPLC EXT) Typical 260 mA           (system supply) 

End module Cover required for module bus on last module 

Logical Exchange Variables Used to exchange information between the Safety PLC and the standard 
controller (see CODESYS Safety User Manual) 

System supply 

Supply voltage SPLC EC: Plug, 2-pin. Type see chapter 6.2.4. 
Supply with 24 V DC, -15% / +20% SELV/PELV 
SPLC EXT: none (powered by left-sided module) 
5 V DC via E-bus connection comes from the head module (bus coupler or 
PLC, in accordance with EN 61131-2, supply with 24 V DC, -15% / +20% 
SELV/PELV) 

Power Intake SPLC EC: max. 1A @ 20.4V ï (inrush current 1.52A) 
SPLC EXT: typical 260 mA 

Surge Category Category II according to IEC 60664-1, in accordance with EN 61131-2 

Reverse polarity protection Yes 

Stability Installation in Zone B according to DIN EN 61000-6-2, in accordance with EN 
61131-2, installation on earthed DIN rail in the earthed control cabinet. 

Maximum interruption time (0V)   At least 10ms 

Storage and transport conditions 

Ambient temperature -25...+70 ÁC 

Relative humidity 5é 95% without condensation 

Atmospheric pressure 70é 108 kPa  

Vibrations 5é 8.4 Hz: Ñ3.5 mm amplitude, 8.4 mm... 150 Hz: 10 m/sĮ (1g), 
according to IEC 60068-2-6, test Fc 

Shock 150 m/sĮ (15g), 11 ms sine wave, according to IEC 60068-2-27  

Weight 180g incl. carton 

Conditions 

Installation position horizontal, stackable 

Degree Contamination degree II according to IEC 60664-1 
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Specifications 

Permissible Operating Environ-
ment 

Operation only permitted in an environment that meets at least the IP54 
protection class according to IEC 60529 (e.g. suitable control cabinet) 

Operating temperature 0...+55 ÁC 

Relative humidity 5é 95% without condensation 

Atmospheric pressure 80é 108 kPa 

Installation height Maximum 2000 m above sea level 

Vibrations 5é 8.4 Hz: Ñ3.5 mm amplitude, 8.4 mm... 150 Hz: 10 m/sĮ (1g), 

according to IEC 60068-2-6, test Fc  

Shock 150 m/sĮ (15g), 11 ms sine wave, according to IEC 60068-2-27  

Mechanical properties 

Assembly 35 mm DIN rail (DIN rail) 

Dimensions (W x H x D) 25 mm x 120 mm x 90 mm  

Protection IP20 

Housing support Aluminium 

Shielding connection directly on the module housing 

 

 

E-Bus Load of selected safety modules 

Module E-Bus Load 

Kuhnke FIO Safety SDI4/SDO2 Typ. 210mA  

Kuhnke FIO Safety SDI8/SDO2 Typ. 210mA 

Kuhnke FIO Safety SDI8/SDO2 2A Typ. 210mA 

Kuhnke FIO Safety SDI16a Typ. 210mA 

Kuhnke FIO Safety SDI16/SDO4 Typ. 210mA 

Kuhnke FIO Safety PLC Typ. 240mA 

Kuhnke FIO Safety PLC Ext Typ. 260mA 

Tabelle 1: E-Bus Load 

 

4.6.2 Size of the FSoE data frame 

The FSoE protocol defines a maximum frame size of 1318 bytes. This is the maximum size of data that can 
be exchanged by a Safety PLC with FSoE slaves. 

The maximum number of FSoE slaves on a Safety PLC is calculated by adding the respective safe I/O data 
plus protocol overhead (these together result in the size of the image). The size specifications can be found 
in the product description of the respective FSoE slave. 

 

Typical values for the size of the FSoE image of an FSoE slave depending on the secure I/ON usage data: 

Size of the FSoE frame 

 Payload [Bytes] Image [Byte] 

1 6 

2 7 

4 11 

8 19 

16 35 

32 67 
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In general, the following applies: 

Size of the FSoE image = 2 × secure I/ODats + 3 bytes of descriptive data (CMD + ConnectionID) 

The minimum size of the image: 6 bytes 

 

 

If the above-mentioned maximum size of the FSoE data frame is exceeded when configuring a 
safety application, the safety application in question will not start. 

 

4.6.3 Cycle time setting of the security application 

The cycle time of the security application is set in the programming system. It can be set from 2 ms to a max-
imum of 100 ms in millisecond increments. 

 

 

Values outside the range should not be set. 

 

It is recommended to set the safety task time to a high value (e.g. 50ms) for new safety projects. When the 
project is running, the currently required maximum safety runtime of the boot application can be read out in 
the objects 2220 Subindex 6 and 2221 Subindex 6. In order to provide sufficient computing time for the 
backround activities of the SPLC, the readout time should be taken over with a buffer of e.g. +20%. If the set 
safety cycle time is too short, the SPLC switches to the faile-safe state. 

 

4.6.4 Response Time / Watchdog Time 

In a safety system consisting of the safety controller, safe I/O modules connected via FSoE, and associated 
sensors and actuators, the total response time is made up of the signal processing times of the individual 
components (see figure). For the calculation of response and watchdog times, please refer to the protocol 
specifications of ETG.5100. 

 

 

Figure: Response time in the system network (example) 

Reaction time 

Definition Description 

T_Sensor Processing time of the sensor until the signal is made available at the interface. This is typically 
mentioned by the sensor manufacturer. 

T_Input Processing time of the safe input, e.g. SDI16/SDO4 module.This time can be taken from the 
technical data of the input module. 

T_FSoE Processing time of communication. This is a maximum of 3x the EtherCAT cycle time, as new data 
can always be sent in a new Safety-over-EtherCAT telegram and the data is copied from the higher-
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Reaction time 
level standard controller. The processing time of the communication therefore depends directly on 
the cycle time of the EtherCAT master. 

T_SafetyPLC This is the set cycle time of the security application +jitter of 0.5ms. If the time to calculate the safety 
application exceeds the cycle time, the safety controller switches to the safe state. 

T_Output Processing time of the safe output, e.g. SDI16/SDO4 module.This time can be taken from the 
technical data of the output module. 

T_Actuator Actuator processing time. This information is typically provided by the actuator manufacturer. 

DT Freely selectable additional buffer. 

T_SFR_wc Worst-case response time of the security function 

 

 

Security-relevant times in the secure system are only the FSoE watchdog times of the slaves. If an 
internal error causes that FSoE telegrams can no longer be sent, the slaves always go into the 
safe state after the FSoE watchdog time has expired. 

 

 CAUTION 

For the worst case response times, the running times of the fieldbus and the cycle time of the 
Safety PLC must be taken into account! 

For the design of the "worst case safety function response time", the runtimes of the fieldbus and the cy-
cle time of the safety PLC (plus jitter) must be included in the calculation of the safety response time. 
(4.6.4.2 Calculation of the response time of the security function in the worst case) 

In the worst case, the EtherCAT cycle time must be assumed to be 3x per data direction for the runtime 
of the fieldbus. 

See also EtherCAT Protocol Specifications ETG.5100 

 

 

Since an error can occur during the Safety PLC cycle, the response time must always be based 
on the maximum system response time (worst case safety function response time).  

 

 CAUTION 

A jitter of 0.5ms must be taken into account when setting the safety cycle time of the safety application. 
T_SafetyPLC = T_Zyklus + T_Jitter.  

 

 

The EtherCAT cycle time should be set to a maximum of half as long as the parameterized safety 
cycle time. 

 

4.6.4.1 Determination of the watchdog times of the Safety IO's according to ETG.5100 
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Determine the watchdog time for the input connection: 

 

Ὕ ςz Ὕ ςz Ὕ Ὕ  DὝ 

 

Determine watchdog time for the outbound connection: 

 

Ὕ ςz ςz Ὕ Ὕ  Ὕ DὝ 

 

The minimum watchdog time to be set is then the larger of the two calculated watchdog times. 

 

Ὕ ὓὥὼὝ ȠὝ  

 

4.6.4.2 Calculation of the response time of the security function in the worst case 

 

 

 

Calculation of the time from the sensor signal to the safety logic: 

 

Ὕ ςz Ὕ Ὕ  Ὕ Ὕ  

 

Calculation of the worst case from the sensor signal to the safety logic: 

 

Ὕ ςz Ὕ Ὕ  

 

Calculation of the time from the safety logic to the actuator: 

 

Ὕ ςz Ὕ  Ὕ Ὕ Ὕ  

 

Calculation of the worst case from the safety logic to the actuator: 

 

Ὕ ςz Ὕ Ὕ ςz Ὕ  

 

Calculation of the response time of the security function in the worst case: 

 

Ὕ ὓὥὼὝ Ὕ  Ƞ Ὕ Ὕ  
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4.6.5 Dimensions 

 

 

Figure: Dimensions in mm 

 

The dimensions of the Safety PLC EXT are identical. 
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4.7 Transport and storage 

During transport and storage, the Safety PLC must be protected against impermissible stresses such as me-
chanical loads, temperature, humidity and aggressive atmospheres. 

¤ Transport and store the Safety PLC in its original packaging. 

¤ When picking or repacking, do not dirty or damage the contacts. 

¤ Store and transport the Safety PLC in suitable containers/packaging in accordance with the ESD instruc-
tions. 

 

The devices contain electrostatically vulnerable components that can be damaged by improper handling. 

¤ When commissioning and maintaining the Safety PLC module, take the necessary protective measures 
against electrostatic discharge (ESD). 

 

Storage and transport conditions 

Designation Value 

Ambient temperature -25...+70 ÁC 

Relative humidity 5é 95% without condensation 

Atmospheric pressure 70é 108 kPa  

Vibrations 5é 8.4 Hz: Ñ3.5 mm amplitude, 8.4 mm... 150 Hz: 10 m/sĮ (1g), 
according to IEC 60068-2-6, test Fc 

Shock 150 m/sĮ (15g), 11 ms sine wave, according to IEC 60068-2-27  

Weight 180g incl. carton 

 

 CAUTION 

Electrostatic discharges! 

Destruction or damage to the device. 

For transport and storage of the Safety PLC module, use the original packaging.  

Ensure that the equipment is only transported and stored in the specified environmental conditions.  

When handling the Safety PLC modules, make sure that the environment (people, workplace and pack-
aging) is well grounded. 

Do not touch any electrically conductive components, e.g. data contacts. The devices are equipped with 
electronic components that can be destroyed in the event of electrostatic discharge. 
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5 Structure and function 

5.1 Marking and identification 

5.1.1 Printing 

SPLC EC 

 

SPLC EXT 

 

Figure: Printing 

Pos. Designation Pos. Designation 

1 Registration plates 4 Serial number on the back 

2 Manufacturer's label 5 Functional grounding 

3 Operating Condition 6 Serial number on the front 
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5.1.2 Serial number 

The serial number is printed vertically on the front panel. It can also be found on the sticker on the back of 
the module. 

The number combination consists of the production date and a sequential number. With the combination of 
numbers, device history, device design as well as software and hardware status can be clearly identified by 
Kendrion Kuhnke Automation GmbH. 

 

    

Figure: Front view with serial number 

Structure of the serial number: YY MM DD NNNNN 
J = Year  (Production date) 
M = Month  (Production date) 
T = Day  (Production date) 
N = sequential number 

 

 

The serial number is also stored in object 1018h in sub-index 4 (see chapter 8.3.7 Identity Object 
1018h) and can be read out via EtherCAT SDO access. 
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5.2 Connector Overview 

The connection level for all external connections is located on the front of the device, the connection 
modules from the FIO EtherCAT IO system is done via the 
EtherCAT E-Bus Interface. The Safety PLC EXT also has a left-hand E-Bus connection, where it is powered 
by a FIO controller or FIO bus coupler.  

 

          

 

5.2.1 EtherCAT In/Out; E-Bus 

IN  RJ45 jack  Input (from the previous EtherCAT device)  

OUT  RJ45 jack  Output (to the next EtherCAT device) 

E-Bus Interface  Connection of other FIO modules (right-side) 

 

 

Note, Information 

EtherNET cables suitable for industrial applications must be used, which comply with at least the 
Cat5e SF/UTP  category according to EN 50173 bzw. ISO/IEC 11801. 

The cable length must not exceed 100m. 

  

EtherCAT E-Bus 
Interface 

EtherCAT Out 

EtherCAT In 

Module supply 24V 

SPLC EC SPLC EXT 
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5.2.2 Module supply/power supply 

The SPLC EC has a built-in power supply for an input voltage of 24 VDC (-15% ... +20%). The power supply 
has built-in reverse polarity protection. This power supply supplies the CPU core of the SPLC EC, but also 
the FIO modules connected to the E-Bus. 

To protect the modules, the supply line and the power supply must be equipped with external short-circuit 
and overload protection with a tripping current of max. 10A.   

Plug assignment:  

Module supply / power supply 

Plug PIN Function 

Weidmüller 

Type see 
6.2.4 

L+ External power supply 24 V DC, -15% / +20% 
SELV/PELV 

L- External power supply GND 

 

 CAUTION 

The 2-pin connector connector must be screwed to the housing for safe operation with the screws avail-
able on connectors. 

 

5.3 Scope of delivery 

 

Ą Safety PLC EC: PLC, supply voltage plug, 2x protective cap for module bus. 

Ą Safety PLC EXT: PLC, protective cap for modular bus. 

 

5.4 Status LEDs 

  

Figure: Status LEDs 

Indicate 

Ą LED "EtherCAT Run": Status of EtherCAT communication 

Ą LED "Safe Status" (Duo-LED): Status of the module in relation to the safety function 

Ą LED "PLC": Status of the module 

 

LED Condition Meaning 

LED "EtherCAT Run" 

From Init Initialization, no data exchange 

Off/Green, 1:1* Pre-op Preoperational, no data exchange 

Off/Green, 5:1 Safe-Op Safeoperational, inputs are readable 
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LED Condition Meaning 

Green, Continuous Light Op Operational state, full data exchange 

LED "Safe Status" 

Green, Continuous Light OK Module is in a functionally safe state 

Red, Steady Light Error Module is in fail-safe state 

LED "PLC" 

From ï Security application not loaded 

Off/yellow, 1:1* ï Loading security application 

Yellow, Continuous Light ï Security application is loaded 

Green, Continuous Light ï Security application running 

Red, Steady Light ï Security application is suspended 

Off/Red, 1:1* ï Security application has been aborted 

Off/Green, 1:1* ï Security application is in debug mode** 

LED "Out/In LA" 

From Not connected  No EtherCAT connection available  

Off/yellow, 1:1 Connected  EtherCAT connection is available  

Yellow, Continuous Light Traffic  Telegram traffic  

LED "Status SD" 

Flashing green 1:1* Verification ¶ Checking the boot application on the card (when 
powering up with an existing BA on the card) 

¶ or verification of the boot application loaded from 
the card during restore. 

Flashing red 1:1* Loading/saving an 
application 

¶ BA is saved to the SD card when it is turned on. 

¶ Boot application is loaded from the SD card during 
the restore. 

Green for a second OK Save process completed successfully. 

Red for a second Error Saving process did not work, BA defective or does not fit 
the SPLC. 

  *The flashing sequence is with 200ms on and 200ms off.  

  **Run mode without stored boot application (BA) 

 

 

The status LEDs are not a safety-related indicator. This means that the status display via the 
LEDs must not be used alone as a reliable indicator of the operating status of the module, etc. 

 

Immediately after the supply voltage has been applied, a "lamps-on" test is carried out in the ini-
tialization phase of the microcontrollers. The PLC status LED of the module "flashes" yellow for a 
short time.  

 

5.5 Operating 

The Safety PLC is part of a decentralised control system based on CODESYS. The Safety PLC is pro-
grammed by a programming system based on CODESYS, which is extended by a certified plugin 
(CODESYS Safety Extension) with the safety functionality. 

 

 WARNING 

Wrong programming and parameterization! 

Programming and parameterization can only be carried out via the CODESYS Safety extension, in a ver-
sion released for use with the CODESYS Safety runtime system in version 1.6.1. 

Carry out programming and parameterization according to the corresponding CODESYS Safety User 
Manual. 
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6 Installation and operation 

¤ Before installation, ensure that the Safety Module complies with the requirements described in Chapter 4.7 
Transport and storage and Chapters 4.6 Specifications specified environmental conditions. 

¤ For the operation of the module, the 4.6 Specifications specified operating conditions. 

¤ The module may not be commissioned until the user has the knowledge from the manual. 

 

 WARNING 

Improper operation! 

Malfunction of the Safety PLC module. 

The adding, replacement and commissioning of Safety PLC modules may only be carried out by persons 
with safety knowledge. 

Before installing, commissioning and maintaining the Safety PLC module, read the safety instructions in 
this documentation. 

Before commissioning, check all safety functions for their specified effectiveness (validation of the safety 
function). 

 

6.1 Mechanical installation 

 

 

No tools are required to install and uninstall Safety PLC. See chapter 6.1.3 until 6.1.6 

 

Notes on the installation environment: 

The device must be protected against impermissible contamination (in accordance with the contamination 
grade II of IEC 60664-1). 

An enclosure with a protection class of at least IP54 is suitable for this purpose, e.g. a corresponding control 
cabinet. Operation in condensing humidity is not permitted. 

 

 CAUTION 

Before commissioning! 

Check the packaging and module for damage. 

Only modules in perfect condition may be used. 

 

 WARNING 

Dangerous failures due to pollution! 

In the case of heavier contamination than described in Pollution Grade II of IEC 60664-1, dangerous 
failures can occur. 

It is essential to ensure a proper operating environment of at least IP54, e.g. by means of suitable control 
cabinet installation. 
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6.1.1 Installation Position 

The device is intended for mounting on a DIN rail (according to DIN EN 50022, 35 x 7.5 mm). The DIN rail is 
mounted horizontally, the status LEDs of the module point forward.  

To ensure sufficient ventilation through the convection slots of the module, the minimum distance of 20 mm 
upwards and 35 mm downwards from adjacent devices and control cabinet surfaces must not be undercut. 
The lateral distance to third-party devices and control cabinet surfaces must not be less than 20 mm. 

 

 

Figure: Installation position and minimum distances in mm 

 

6.1.2 E-Bus Plug and Module Locking 

On the sides of the Safety PLC module are the system connectors and the module lock. These plug contacts 
connect the modules to each other. They supply the electronics in the module and transmit the EtherCAT 
signals. On the last module on the right side of the terminal unit, the Modulbus connector remains sealed 
against contamination with the supplied end cap. 

The integrated module locking system prevents unintentional disconnection of the modules in the event of 
mechanical stress or vibration. 

 

 CAUTION 

Connect devices of different designs! 

Damage to the equipment mechanics. 

Only use approved modules in a FIO network. 
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6.1.3 Snapping a single module 

 

Figure: Mounting the module 

1st According to the illustration, guide the module against the DIN rail from below in such a way that the metal 
spring presses in between the DIN rail and the mounting surface. 

2nd Press the module against the top of the mounting wall until it clicks into place. 

 

6.1.4 Connecting two modules 

1st If one module is already locked onto the DIN rail, snap the next module to the right of it at a distance of 
about 1 cm on the DIN rail.  

2nd Push the newly latched module on the DIN rail to the left to the other module until the release lever clicks 
into place. 

3rd Mount the module bus connector cover on the rightmost module of the E-IO system to prevent unacceptable 
contamination. 

 

 CAUTION 

Short circuit of the module bus contacts! 

A short circuit of the contacts of the module bus can lead to the failure of communication to the safe 
module. 

Make sure that the bus end cap is always plugged in to the last module of a module assembly. 
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6.1.5 Disconnecting two modules 

 

Figure: Detach modules 

1st Press the release lever (1) of the module to be disconnected. 

2nd Push both modules apart to a distance of about 1 cm. 

 

6.1.6 Detaching a single module 

 

Figure: Disassembling the module 

1st Press the module upwards against the metal spring located on the bottom of the mount. 

2. Swivel the module forward away from the DIN rail according to the illustration. Pull the module downwards 
from the mounting rail. 
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6.2 Electrical installation 

 

System supply 

Designation Value 

Supply voltage SPLC EC: Plug, 2-pin. 
Supply with 24 V DC, -15% / +20% SELV/PELV 
SPLC EXT: none (powered by left-sided module) 
5 V DC via E-bus connection comes from the head module (bus coupler or 
PLC, in accordance with EN 61131-2, supply with 24 V DC, -15% / +20% 
SELV/PELV) 

Power Intake SPLC EC: max. 1A @ 20.4V 
SPLC EXT: typical 260 mA 

Surge Category Category II according to IEC 60664-1, in accordance with EN 61131-2 

Reverse polarity protection Yes 

Stability Installation in Zone B according to DIN EN 61000-6-2, in accordance with 
EN61131-2, installation on grounded DIN rail in the earthed control cabinet.   

 

 WARNING 

Dangerous failures due to incorrect power supply! 

An incorrect power supply can damage or destroy the device and can lead to dangerous failures. 

Measures to prevent it. 

ü For the 24 VDC supply on the Kuhnke FIO Safety System, you may only use PELV/SELV-
capable power supplies in accordance with EN60950-1.  

ü The upstream bus coupler or small controller used must have reverse polarity protection of the 
24V supply.  

ü If the power supply is earthed (PELV system), only an earth connection with GND is permitted. 
Grounding variants in which the earth is connected with +24V are not allowed. 

ü Furthermore, you must note that even in the event of a fault, these assemblies may only be sub-
jected to a maximum voltage U max. < 33 V. 

ü If the device has been operated with a voltage > 33 V, the device must be replaced, as it must 
not be reused due to potentially irreversible damage. 

ü In order to ensure trouble-free operation, the supply lines of an FIO module block must be laid in 
a star shape with the shortest possible lines from a central supply connection. 

ü Use a separate GND line for the module and for each actuator to a common GND potential rail 
and not GND sum lines. 

 

 CAUTION 

Danger of improper installation under voltage! 

Defect of the Kuhnke FIO Safety I/O module. 

The Kuhnke FIO Safety I/O module may only be installed when the vehicle is de-energized. 

 

6.2.1 Earthing 

The modules must be grounded by connecting the internal metal housing to a functional ground. The func-
tional earth dissipates RF currents and is of great importance for the immunity of the module. 

RF interference is dissipated from the electronic circuit board to the metal housing. The metal housing needs 
a suitable connection with a functional grounder.  

As a rule, the module housing is connected to the DIN rail in a good conductive manner by snapping it on. 
This in turn is connected to the control cabinet in a good conductive manner, which itself has a good earth-
ing. 

If necessary, the grounding can be screwed directly to the front of the module (see figure, item 1). 



Kendrion Kuhnke Automation GmbH Installation & Operation 

 

Kuhnke FIO Safety PLC EC/EXT (E 871 DE)   41 
11.08.2026 

 

Figure: Grounding (using the example of an I/O module) 

Pos. Designation Pos. Designation 

1 Grounding/cable shield, fastening with 
bolt M3x5 

2 DIN rail, connected to functional earthing 

 

 WARNING 

Danger of malfunctions due to EMC interference! 

An incorrect installation of the modules can lead to malfunctions in the module in the event of EMC inter-
ference. 

Measures to prevent it. 

The module must be grounded correctly! 

Note the complete chain: grounding of module, DIN rail, control cabinet, etc. 

An earthing test must be carried out in accordance with VDE 0100. 

Make sure that the bus end cap is always plugged in to the last module of a module assembly. 

 

 

Grounding cables should be short and have a large surface area (copper braid).  

 

 

When installing systems, an earthing measurement must be carried out on the DIN rail in accord-
ance with the guidelines (earthing test according to VDE 0100). With the earthing measurement, 
protective earthing and operating earthing must be tested for compliance with the values required 
by the standards. 

Observe the frequency for the repeat inspection resulting from the risk assessment. 

 

6.2.2 Ground 

Ensure a secure connection of the module GND potential ("L-", pin 17 and pin 35 of the front connector of 
the modules) with the GND potential rail. 

 

 CAUTION 

Do not form  GND sum lines with other modules. 
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6.2.3 Connection between the modules 

The electrical connection between the modules is achieved by pushing the individual modules together. The 
connection to the EtherCAT bus system and the system supply is thus implemented automatically. Please 
refer to the detailed description of how to connect two modules under 6.1 Mechanical installation. 

6.2.4 SPLC EC system supply 

General information 

Collector plugs stand for high connection density in the tightest of spaces.  

Á Release levers on larger connectors make it easier to disconnect the connector in confined spaces. 

Á Screw connections ensure a tight fit for small plugs. 

 

 

The connectors must not be subjected to undue tension/pressure to avoid excessive force transfer 
to the board or contact problems. For example, avoid too much tension due to wiring that is too 
short. 

 

 

To protect the modules, the supply cable and the power supply should be equipped with external 
short-circuit and overload protection with a tripping current of max. 10A. 

 

Socket headers with tension spring connection technology enable quick and easy wiring. The release 
lever makes it easier to disconnect the connector in confined spaces. 

single-breasted: 

Type of Socket Strip:     Weidmüller, OMNIMATE Signal ï BL/SL 3.50 Series 

Tool:       Screwdriver blade 0.4 x 2.5 x 75 (DIN 5264-A) 

Clamping Range, Rated Connection  min. 0.2 mm²  max. 1.5 mm² 

Conductor connection cross-section AWG,    min. AWG 25  max. AWG 14 

Outer diameter of insulation,   max. 2.9 mm  

Conductor connection cross-section single-stranded,   min. H05(07) V-U 0.2 mm² ... max. H05(07) 
V-U 1.5 mm²  

Conductor connection cross-section fine-stranded,   min. H05(07) V-K 0.2 mm² ...  max. H05(07) V-K 
1.5 mm² 

Conductor connection cross-section with ferrule according to DIN 46 228/1,  min. 0.2 mm² ... max. 
1.5 mm² conductor connection cross-section 

with ferrule with collar DIN 46 228/4,  min. 0.2 mm² ... max. 1 mm² 

Stripping length       10mm 

Rated current:      10 A (CSA) / 10 A (UL)Temperature resistance of the used. 
Cable: at least 65°C (UL) 

      

Spring-loaded connector, single-row with release lever    Connection note 
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The PUSH IN spring connection enables fast and tool-free conductor connection by means of direct plug-
ging technology. The stripped solid conductor or fine-stranded conductor with crimped ferrule is inserted into 
the terminal point as far as it will go. 

double-breasted: 

Type of Socket Strip:  Weidmüller, OMNIMATE Signal ï Series  
BC/SC 3.50 - 1 row 

Clamping Range, Rated Connection min. 0.2 mm² ... max. 1.5 mm² 

Conductor connection cross-section AWG,   min. AWG 25 ... max. AWG 16 

Outer diameter of insulation,   max. 2.9 mm  

Conductor connection cross-section single-stranded,   min. H05(07) V-U 0.2 mm² ... max. H05(07) 
V-U 1.5 mm²  

Conductor connection cross-section fine-stranded,   min. H05(07) V-K 0.2 mm² ...  max. H05(07) V-K 
1.5 mm² 

Conductor connection cross-section with ferrule according to DIN 46 228/1,  min. 0.2 mm² ... max. 
1.5 mm² 

Conductor connection cross-section 

with ferrule with collar DIN 46 228/4,  min. 0.2 mm² ... max. 1 mm² 

Stripping length       10mm 

Rated current:      9.5 A (CSA) / 9.5 A (UL) 

Temperature resistance of the used. Cable: at least 65°C (UL) 

 

 CAUTION 

The power supply lines must not be connected from one Kuhnke FIO supply connection to the next. In 
order to ensure trouble-free operation, the supply lines must be laid in a star shape with the shortest pos-
sible lines from a central supply connection to Kuhnke FIO. 

 

 

The device may only be operated with the original mating plugs. 

 

 

The pipe length may not exceed 100m. 

 

 

To comply with UL approval regulations, the cables used must have a temperature re-
sistance of at least 65°C. 

 

Plug 

A 2-pin pluggable terminal block with screw flange is used to connect the system supply to the SPLC EC. 
Since the SPLC EC supplies the E-Bus and the logic of the I/O modules, the current consumption depends 
on the number of connected I/O modules. 

The outputs of the I/O modules are supplied separately. 

 

Spring-loaded connector with screw flange for SPLC EC 
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 CAUTION 

The 2-pin supply connector must be screwed on the SPLC. 

 

6.2.5 System supply in a module network 

 

 CAUTION 

Only modules (bus couplers, small controllers in accordance with EN 61131-2) that have reverse polarity 
protection for the 24V power supply may be used to supply the SPLC EXT. 

 

The logic power supply of the individual modules is provided by the head module (small controller or bus 
coupler) via the rear wall bus of the modules. The number of modules that can be attached depends on the 
output power of the head module. With a typical output power of 2 A (SPLC EC), up to 14 modules can be 
connected, depending on the modules used. Please note the maximum current consumption of the e-bus 
from the data sheets of the modules used. To connect a larger number of modules, they must be divided into 
several module blocks with a standalone bus coupler. 

 

 

Please refer to the information on the system supply in the operating instructions of the upstream 
bus couplers or small controllers as well as the additional instructions for the system supply in this 
user manual. 

Note that the number of modules mounted in a block is limited by the maximum current of the 
head module used. 

 

 

Due to the number of modules in the module network, the voltage conditions on the e-bus vary 
depending on the module position. 

Place the SPLC EXT as close as possible to the head module to ensure the highest possible 
availability. 
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6.3 Commissioning 

 

 WARNING 

Incorrect operation by unqualified personnel! 

Programming may only be carried out by qualified personnel! 

 

 CAUTION 

The Safety PLC may only be operated with FSoE compliant FSoE slaves. After all work on the safety 
system, the safety functions must be checked for correct functioning. 

 

The Safety PLC is configured solely via the operating software. There are no adjustment options on the mod-
ule itself. 

 

6.4 Software installation up to CODESYS 3.5.16.40 

 

As a general rule, only the 32-bit version of CODESYS is currently permitted for the use of CODESY Safety. 

As of CODESYS 3.5.19.60, however, Safety is available in the 64-bit version. 

 

The following versions are currently approved by us: 

CODESYS Version Safety Package Version 

32Bit CODESYS V3.5.16.40 Safety Package V1.6.1.0 

 

There is a tutorial that explains the first steps to creating a safety program. 

Part1: https://www.youtube.com/watch?v=_DQit8ErxeM 

Part2: https://www.youtube.com/watch?v=XvoppfsS4U0 

  

https://www.youtube.com/watch?v=_DQit8ErxeM
https://www.youtube.com/watch?v=XvoppfsS4U0
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6.4.1 Installing the Safety Extension 

The safety extension required for the safety control must be manually integrated into the programming sys-
tem. To do this, after the CODESYS installation has been completed, the CODESYS Safety extension can 
be installed by double-clicking on the installation file.  

Alternatively, the extension can be downloaded in CODESYS itself under the tab "Tools -> Package Man-
ager... -> Install...". 

 

 

 

Important: In both cases, the installation of the extension must be carried out as a user with administrative 
rights. 

 

 

¤ After the installation is complete, restart the CODESYS programming system. 

 

6.4.2 Installing the device description 

The device description of the Kuhnke FIO Safety PLC can be downloaded from the product finder. 

Or you can contact our Fehler! Verweisquelle konnte nicht gefunden werden.. 

 

 

¶ Open the 'Device Repository...' in the 'Tools' menu 

¶ The Device Repository dialog is launched 

 

Use the "Install..." to reinstall a device on the local system and thus make it available in the programming 
system.  
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The 'Install Device Description' dialog opens. There you can search the system for the corresponding device 
description file. 

 

 

As soon as the selection is confirmed with 'OK', the dialog closes and the new device is added to the device 
tree in the 'Device Repository' dialog. Errors during installation (e.g. missing files referenced by the device 
description) are displayed in the lower part of the device repository dialog. 

 

 WARNING 

Device descriptions may not be changed 

 

6.4.3 Create a safety project 

 

1. Open CODESYS V3. 

2nd On the standard CODESYS home page, under "Basic Operations", click on "New Project..." button. 

 

 

 

 Alternatively, a new project can also be created under "File -> New Project...". 
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3rd Under Templates, select "Empty Safety Project".  

4th Select "Name" and location of the project and click "OK" to create the project. 

 

 

 

5th For an empty project, add a default control by right-clicking on "Attach [project name] > device". 
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6th Select the device type of the desired default control.  

 

 

 

7th To insert objects into the application, right-click on "Application -> Add Object" with the mouse. 

 

 

 

A list will now open in which all objects that can be added are displayed.  

By clicking on the respective object, it is inserted into the application. 
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8th Insert a POU (program). Give a name, here "POU". 

9th Right-click on the default control that has already been inserted. 

10. In the "Attach device...". 
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11th In the following window, select "Fieldbuses -> EtherCAT -> Master -> EtherCAT Master". 

12th Click on "Attach device" to insert the EtherCAT master into the project. 

 

 

 

The EtherCAT master is now visible in the device window and has been successfully integrated into the pro-
ject. The corresponding task configuration for the EtherCAT master was also created automatically. 

 

 

13th Add POU to the task: To do this, double-click on the "EtherCAT_Task" 
 Click on "Add call" and select POU in the list. 
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14. Scan the network for the controller you are using. Double-click on the controller used, then select "Scan 
Network". And select the right controls. 
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15th In the settings of the EtherCAT_Masters select or specify the corresponding Ethernet interface (2+3). Be-
forehand, if desired, select "Select network by name" (1). 
(EtherCAT NIC Settings Ą Select Network by Name, Network Name) 

 

 

 

16th Attach EtherCAT devices manually or via EtherCAT search. 

 

Inserting EtherCAT Devices Manually 

Bus couplers, the Safety PLC, Safety Modules and other EtherCAT modules from the point of view of the 
standard controller can now be inserted: 

1st "EtherCAT_Master -> attach device..." right-click. 

2nd Select devices. Here is the e-bus connection for the FIO controller. 
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Mounting Devices via EtherCAT Search 

As an alternative to manual insertion, there is also a more convenient way to integrate modules. 

Reachable EtherCAT devices can be automatically searched for and inserted into the project. For this pur-
pose, an executable and compilable application with EtherCAT master must already be available on the 
standard controller. In addition, all desired additional modules must be connected. 

 

1st Right-click on "Application-> Login" to log in to the standard control. 

2nd Load the application onto the controller. 

3rd Right-click on "EtherCAT_Master -> Find Devices..." opens a new window for the search. 
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After the search process, all devices found in the EtherCAT network will appear. 

 

 

 

4th Click "Copy all devices to the project" to automatically attach all found devices below the EtherCAT mas-
ter. (If safety devices are integrated, "Owner" must still be specified as user. 
When creating a new empty safety project, user management is always automatically integrated. 

By default, this is the user "Owner" with a blank password. 

When changes are made to a security application, a user must be authenticated in order for them to be car-
ried out. 
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The safety application is located in the EtherCAT module of Safety PLC. This is used within the program-
ming system like an "ordinary" standard controller (set active application, log in, log out).  

 

 

For the creation of the safety application, see the CODESYS Safety User Manual. 

 

 

 

Safety devices and safety applications should generally be protected from unauthorized access by 
passwords. 
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6.4.4 Safety PLC - Logging in and downloading an application 

To connect to the safety controller, an EtherCAT master with the correct EtherCAT configuration must be 
present on the standard controller and must be started for the EtherCAT master to run. 

 

1st When logged in, right-click on "SafetyApp" > "Active Application"  to switch the active application to the 
safety control. 

 

 

2. Inserting a Safety POU: 

 

3rd Log in to the safety control by right-clicking on "SafetyApp"->" Login". 

4th Load the application onto the controller. 
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When logging in, the Safety PLC serial number is prompted. This guarantees that a safety controller and the 
application on it are not unknowingly changed. 

 

 

 

5th Right-click on the "SafetyApp" > start the application. 
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For the safety cycle time setting, please refer to the chapter 4.6.3 Cycle time setting of the security 
application. 

 

 

6.4.5 Safety PLC ï FSoE (Safety over EtherCAT) 

The Safety PLC communicates with other safety modules via FSoE (Safety over EtherCAT). The Safety PLC 
is the FSoE master and the Safety Modules are FSoE slaves. The FSoE slaves are addressed by the master 
via a unique ID. This FSoE slave ID must be unique within the EtherCAT network and configured in both the 
master and the slave module. (The procedure for setting the FSoE ID in the slave module can be found in 
the user manual of the respective module) 

 

6.4.6 Configuration of FSoE slave IDs in the Safety PLC 

The FSoE (Safety over EtherCAT) slave modules are configured via CODESYS Safety in the safety control-
ler. 
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The FSoE configuration of the slave modules is done in the security control under the "SafetApp" in the entry 
Logical I/Os. Here, the slave modules are inserted automatically and can be adjusted manually. 

 

In the configuration window of the respective FSoE slave, its configuration must be stored. Here, each mod-
ule must be assigned a unique FSoE address and a unique Connection ID. 

 

 

 

6.5 Validation of the security function 

After completion of installation and commissioning, as well as after each modification in the safety applica-
tion, it must be validated for correct function in the overall system. 

 

 DANGER 

Validation of the safety function! 

Security applications must be validated in terms of implementation and function in the overall system. 

¤ Carry out and document validation of the entire system according to the CODESYS Safety user 
book. 

 

6.6 Diagnosis 

6.6.1 Self-test 

When the Safety PLC is supplied with the system voltage, the module initially performs a complete self-test. 
The module can only be used if the self-test has been completed positively. In this process, the Safety PLC 
first switches to the "fail-safe" state.  

This is signalled by the red LED "Safe Status". 

The Safety PLC remains in fail-safe condition until the necessary internal tests have been successfully com-
pleted.  
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After completing the self-test, the safety application stored on the Safety PLC is started. This is the function-
ally safe state and is signaled by the green "Safe Status" LED. 

If this state is not reached ï e.g. because the module has not been configured correctly in the application ï 
the module remains in a fail-safe state.  

During operation, the system test is repeated cyclically in the background, and any errors that occur here 
also lead to the fail-safe state. This is logged in the CODESYS log. 

6.6.2 Error in the Safety PLC module 

Internal module errors are completely and timely detected by the cyclic self-tests in accordance with the re-
quirements of the standards listed in the certificate, and the fail-safe condition is assumed. 

The fail-safe status is signalled by the red LED "Safe Status" (see chapter 5.4 Status LEDs). 

 

 

The status LEDs are not safety-related indicators. This means that the status display via the LEDs 
must not be used alone as a reliable indicator of the operating status of the module, etc. 

 

 DANGER 

Use of devices in fail-safe condition! 

Subsequent errors can trigger a hazard. 

Be responsible for ensuring that all necessary measures are taken to clarify and eliminate the cause of 
the error after an error occurs and, if necessary, to initiate replacement measures. 

 

 

In the event of serious errors within the module of Safety PLC, Kendrion Kuhnke Automation GmbH 
must be informed. 

 

6.6.3 Temperature error 

The module is specified for operation from 0 °C to a maximum of 55 °C ambient temperature and for installa-
tion in a control cabinet. The Safety PLC has an internal temperature sensor. If the specified temperature 
range is left during operation, the fail-safe state is assumed. It is not possible to commission the module at 
temperatures outside the specified range. 

 

 CAUTION 

Operation of the Safety PLC module outside the specified range is not permitted! 

Error due to under/over temperature. 

The module must only be operated in accordance with the environmental conditions specified in the 
technical data. 

 

 CAUTION 

Use of the internal temperature sensor for safety applications is not permitted! 

Non-safety-related temperature sensor. 

The internal temperature sensor must not be used for the implementation of safety applications. 

 

6.6.4 Troubleshooting and logging 

Diagnosed faults are displayed depending on the type of fault via the diagnostic LEDs of the Safety PLC (5.4 
Status LEDs). In addition, error messages also appear in the log window of the corresponding Safety PLC in 
the programming system. In addition, the faults from special registers of the Safety PLC can be read out by 
the standard controller using COE objects (see object directory). 
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6.7 Reset/acknowledge errors 

 

With regard to Safety PLC, a distinction is made between errors in the safety control system and those in 
communication with sensors and actuators or errors in sensors and actuators. 

Errors in the safety control system can only be acknowledged by restarting. This is achieved by a PowerCy-
cle (voltage off/on) on the head module. 

Communication losses or errors of sensors or actuators lead to an error in the associated safety module. 
They can be recognized in the security application and acknowledged by corresponding reset inputs on mod-
ules (e.g. FSoE master). The Safety PLC remains in a functionally safe state. 

 

PowerCycle 

After the cause of the fault has been eliminated, the Safety PLC can be reset by a PowerCycle on the head 
module (voltage off/on). 

 

 WARNING 

Resetting/acknowledging can lead to a dangerous condition! 

Before acknowledging an error, make sure that the cause of the error has been professionally corrected. 

Before acknowledging an error, make sure that the acknowledgment cannot lead to the dangerous con-
dition of the machine! 

When planning the machine or system, take into account that acknowledgment must only be possible if 
the danger area is visible. 

Work on the Safety PLC may only be carried out by qualified personnel. 

 

6.8 Maintenance / Repair 

 

 WARNING 

Unsafe, undefined state of the machine! 

Destruction or malfunction of Safety PLC. 

Work on the Safety PLC may only be carried out by qualified personnel. 

The module housing must not be opened. 

The module must not be repaired. 

Do not plug in, hang up, loosen or touch connections during operation! 

Switch off all feeds before working on the modules; also those of connected peripherals, such as exter-
nally powered encoders, programming devices, etc. 

All ventilation openings must be kept clear. 

 

6.8.1 Maintenance 

The Safety PLC is maintenance-free for the specified service life and does not require any further measures. 
For this reason, no spare parts are available. 

During operation and storage, the Safety PLC must be protected from contamination outside the ordinary 
contamination occurring in the defined environmental conditions. If the module has been exposed to unac-
ceptable soiling, it must not be inserted, cleaned or operated any further. 
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 WARNING 

Risk of injury due to unsafe, undefined condition of the machine! 

The operation of an inadmissibly contaminated module is not permitted. 

Cleaning of the device is not permitted. 

 

6.9 Replacement of a Safety PLC 

 

 WARNING 

Risk of injury due to unsafe, undefined condition of the machine! 

Injury. 

Switch off the supply voltage of the Safety PLC and the connected modules before replacing a Safety 
PLC module. 

If a Safety PLC module is replaced, the associated safety function must be tested before the machine or 
system is put back into operation. 

 

6.9.1 Exchange 

Preparation 

1st Ensure that the new module meets the following conditions: 

Ą Same device type 

Ą For the same or higher version, see chapter 5.1 Marking and identification. 

2nd Bring the plant or machine into a safe state. 

3rd Switch off the supply voltage at the head module and the connected modules. 

 

Removing the old module 

4th If necessary, disconnect the FIO module composite: Press the release lever of the adjacent module and 
push both modules apart to a distance of about 1 cm (see instructions for the other module). 

5th Push the module upwards against the metal spring located on the underside of the mount (see chapter 6.1.6 
Detaching a single module). 

6th Swivel the module away from the DIN rail to the front. 

7th Pull the module downwards from the mounting rail. 

 

Assembling and programming the new module 

8th Install the replacement module in the module array at the position of the module to be replaced (see chapter 
6.1.3 Snapping a single module). 

9th Install validated new security application. 

 

6.9.2 Backup function (micro SD card) 

 

 CAUTION 

Electrostatic Discharge (ESD) 

Destruction of the memory card due to improper handling 

SD cards are sensitive to electrostatic discharge (ESD). Please always follow the instructions for handling 
memory cards. 
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 CAUTION 

Use of the backup function 

¶ The replacement of a safe control system is a safety-relevant process. 

¶ Only the intended use of the SD card described below is permitted. 

¶ The SD card must only be inserted after the secure application has been validated. 

¶ During the read and write process, the memory card must not be removed. 

¶ The card may only be inserted or pulled when the card is de-energized. 

 

 CAUTION 

Loss of power supply during the update. 

¶ The power supply must not be interrupted during the process. 

The boot application could be lost. 

¶ If this does happen, the boot application, which may be partially present, must be deleted before 
the next loading attempt. To do this, an empty SD card with a file called  

Plug in "deleteba.del" and restart the SPLC. The SPLC prevents an incompletely loaded boot 
application from starting. 

¶ Then continue as usual. 

 

 

The SD card slot is not hot pluggable. This means that only cards that were inserted at boot time 
are recognized. It is not possible to replace the SD card during operation. 

 

The Kuhnke FIO Safety PLC has an SD card slot, which can be reached via the ventilation slot on the top of 
the device (see graphic). 

The SD card slot is equipped with a push-in/push-out insertion and ejection mechanism. To insert or remove 
the card, tweezers (non-metallic) can be used, for example. 

 

 

In the event that a Safety PLC in an application needs to be replaced, the application program can be trans-
ferred to a new Safety PLC without a boot application by using the SD card. The replacement of a safe con-
trol system is a safety-relevant process.  

 

Slot 
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Figure: Use case: Replacement of the safe control system in an application 

To replace a module, a backup of the application program on an SD card is first required. The current boot 
application that is available on the Safety PLC is automatically saved to the inserted SD card of the Safety 
PLC during the "Power-Up". Therefore, when replacing the Safety PLC, the SD card containing the validated 
application program must be removed from the SPLC to be replaced and inserted into the new Safety PLC 
(without the included application program). Pulling and inserting the SD card must only be done when the SD 
card is de-energized. If this controller is then started and there is no secure application program on the con-
troller yet, the presence of a secure application on the SD card will cause this application to be loaded into 
the secure controller (restore the application).  
 

 WARNING 

After restoring the application! 

The suitability of the application program for application is the responsibility of the user. 

After the SPLC has been replaced, it is imperative to validate the security functions. 

 

LED Condition Meaning 

LED "Status SD" 

Flashing green 1:1 Verification ¶ Checking the boot application on the card (when 
powering up with an existing BA on the card) 

¶ or verification of the boot application loaded from 
the card during restore. 

Flashing red 1:1 Loading/saving an 
application 

¶ BA is saved to the SD card when it is turned on. 

¶ Boot application is loaded from the SD card during 
the restore. 

Green for a second OK Save process completed successfully. 

Red for a second Error Saving process did not work, BA defective or does not fit 
the SPLC. 
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After the process, a file is stored on the SD card, on which the successful or unsuccessful operation 
is stored. e.g.: 

 
 
Features of the SD card 

Á Supported Format(s): FAT32 

Á Maximum memory size: 32GB 

Á Quality: Industrial Grade 

Á Technology: SLC 

 

6.9.3 Recommissioning 

1st Ensure that the plant or machine is in a safe condition and that the hazardous area is clear. 

2nd Turn the supply voltage back on. 

3rd After replacing the security module, proceed as for the initial commissioning (see chapter 6.3 Commission-
ing). 

4th After the module replacement, perform a check of all safety functions. 
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6.10 Lifetime 

The Safety PLC modules have a maximum service life of 20 years, calculated from the date of manufacture 
(see chapter 5.1 Marking and identification). 

 

 WARNING 

Use of the module beyond its useful life! 

Decommission the module at the latest when it reaches its service life (see chapter 6.10.3 Decommis-
sioning). 

 

6.10.1 Repairs / Customer Service 

It is prohibited to open a Safety PLC module or to carry out any other repair attempts. In this case, the func-
tion of the Safety PLC module can no longer be guaranteed. 

 

 

If the module failure was a dangerous failure, the module must be returned to the manufacturer for 
fault identification. 

Manufacturer's address see chapter Fehler! Verweisquelle konnte nicht gefunden werden. 
Fehler! Verweisquelle konnte nicht gefunden werden.. 

 

6.10.2 Warranty 

The legal warranty applies. It expires if unauthorized repair attempts or other interventions are made to the 
device/product. 

 

6.10.3 Decommissioning 

The machine or plant manufacturer determines the procedures for decommissioning.  

¤ When decommissioning, ensure that the used modules are used for their intended purpose. 

 

6.10.4 Disposal 

¤ When disposing of the safety system, ensure that the modules are disposed of in accordance with the appli-
cable environmental regulations and are not put back into circulation under any circumstances. 

¤ Recycle the packaging for paper and cardboard. 
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7 Safety Function Modules 

 

7.1 CODESYS Security Libraries and their Function Modules 

The documentation of the CODESYS safety libraries and the modules can be found in the installation direc-
tory after installing the safety package. 

e.g. C:\Program Files (x86)\CODESYS 3.5.16.40\CODESYS\Documentation 

 

7.2 Kendrion Kuhnke Security Library and its Function Modules 

 

 

The safety-related characteristics can be found here: 8.2 Safety characteristics of the Safety Func-
tion Blocks. 

 

The CODESYS programming system checks the validity of all FB names that are called in the program logic 
of the security program during the login process that is completed to log in to an SPLC. If these are not re-
ported as valid by the S-PLC, the login process is aborted with an error message. A security-related program 
for an S-PLC can therefore only be executed on it, or saved as a boot application, if all called FBs have pre-
viously been recognized as valid by the S-PLC. 

The call of a FB's unknown to the S-PLC is therefore not possible. 

 

You can read out whether your SPLC supports the modules via an object. 

Support of Additional Funktion Blocks ï 210Bh 

Designation Value 

Name Additional Function Blocks 

Index 210Bh  

No. of Elements 0 

Data type UNSIGNED16 

Access Read only 

PDO Mapping No 

Value "1" FB's are supported, "0" FB's are not supported 

 

Library KICS_Safety_Library 

Identification of the building blocks described here:  

Name Version Safety CRC 

SF01_ECM 1.0.0.0 16#0ECB_B7D4  

SF01_Scale_Verify 1.0.0.0 16#823B_C19E 
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To be read out in the project, example SF01_ECM:  

 

 

Or in the directly opened library, example SF01_Scale_Verify:  
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SF01_ECM ï External Communication Monitoring 

 

This FB monitors communication with another system.   

It can be checked whether communication is still taking place (timeout), if there is no error, all communicated 
data values (see table below) are correct in terms of content. 

 

The data structure includes the following Table: Elements of the data structure to be transferred elements. 

 

No. Data Structure Element 

1 Incremented Telegram Counter 

2 Timestamps in milliseconds  
3 ID for the data channel 

4 PDO (Data Value) Type: DINT 

5 CRC 32 

Table: Elements of the data structure to be transferred 

 
This data structure is generated by the input module that transmits the data value and checked in the secure 
control by this device. The input module increases the telegram counter each time the data value is gener-
ated and sets the timestamp to the current creation time. Each data source is assigned a unique ID to be pa-
rameterized, which must also be checked by the secure controller. The entire data structure is secured by 
means of a 32-bit CRC, which is transmitted via elements 1 ï 4 from Table: Elements of the data structure to be trans-

ferred is calculated. 
The CRC is formed with the following polynomial: 
 

f(x)=x32 + x26 + x23 + x22 + x16 + x12 + x11 + x10 + x8 + x7 + x5 + x4 + x2 + x + 1 

 

 

This is the same polynomial as in CRC.c in the SafetyManager and can be calculated using tables. 
This allows the CRC value to be generated quickly. 

 

 

The SF01_ECM module (figure: SF01_ECM) receives the input data via an exchange device, which is at-
tached directly to the ECM (EtherCAT Master). Here you also need the data to be transferred, including the 
calculated CRC32. 

 

Image: SF01_ECM 

 

 

Figure: ECM device in CODESYS environment 
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The data is made available via the DataPDO in the SPLC. 

 

 

Figure: Logical I/O in SPLC linked to SF01_ECM 

The data packets received in this way are then checked in the SF01_ECM and thus its outputs are set ac-
cordingly S_IsValid and ValidValue. 

In this way, a cyclical data packet from the gray world is monitored in the secure control system. 

 

 

Figure: SF01_ECM FB to SPLC POU 

VAR INPUT 

Name Data type Initial Description 

Activate BOOL FALSE General activation of the building 
block 

S_StartReset SAFEBOOL TRUE Automatic reset of monitoring when 
the system starts. 

S_AutoReset SAFEBOOL FALSE Automatic reset of monitoring while 
the system is running. 

Reset BOOL FALSE Manual reset of monitoring 

Identical DINT 0 Unique identification of the communi-
cation link 

MonitoringTime TIME T#0ms Timeout time for monitoring 

Table: Input Parameters SF01_ECM 

 

 CAUTION 

The inputs S_StartReset and S_Auto reset should only be activated if it is ensured that no dangerous-
situation can arise when the S-PLC starts. 

 

VAR OUTPUT 

Name Data type Initial Description 

Ready BOOL FALSE Activation of the function block 
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S_IsValid SAFEBOOL FALSE Flag to indicate the validity of the received 
data 

ValidValue DINT 0 Data Value Transferred 

Error BOOL FALSE General Error Flag 

DiagCode WORD 0 Monitoring diagnostic code. 

Table: Initial parameters SF01_ECM 

 

Condition diagram 

 

 

 

Note, Information 

The state transition from any state to the Idle state due to the condition "NOT Active" is not shown 
for clarity. 

 

Diagnostic Codes 

DiagCode Status Name Status description and setting of the output 
16#0000 Idle The block is not active (ground state) 

Activate := FALSE 
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DiagCode Status Name Status description and setting of the output 
Ready := FALSE 

Error := FALSE 

S_IsValid := FALSE 

ValidValue := 0x0000 

16#8001 Init Block activation start-up lock is active. 

Activate := TRUE 

Ready := TRUE 

Error := FALSE 

S_IsValid := FALSE 

ValidValue := 0x0000 

16#8002 WaitConnect FB is waiting for valid data 

Ready := TRUE 

Error := FALSE 

S_IsValid := FALSE 

ValidValue := 0x0000 

16#8000 Connected Component active, final state without error  

Ready := TRUE 

Error := FALSE 

S_IsValid := TRUE 

ValidValue := <Act.Value> 

16#C001 Reset Error 1 Reset state in the init phase.  

Ready:= TRUE 

Error := TRUE 

IsValid := FALSE 

ValidValue := 0x0000 

16#C002 Reset Error 2 Reset state in the Wait Connect phase 

Ready:= TRUE 

Error := TRUE 

IsValid := FALSE 

ValidValue := 0x0000 

16#C005 Parameter Error 1 Parameter errors in the init phase 

Ready:= TRUE 

Error := TRUE 

IsValid := FALSE 

ValidValue := 0x0000 

16#C006 Parameter Error 2 Parameter errors in the WaitConnect or Connect phase 

Ready:= TRUE 

Error := TRUE 

IsValid := FALSE 

ValidValue := 0x0000 

16#C007 Invalid PDO PDO Error in the Connect Phase 

Ready:= TRUE 

Error := TRUE 

IsValid := FALSE 

ValidValue := 0x0000 

16#C008 Connection Lost Missing PDO transmission 

Ready:= TRUE 

Error := TRUE 

IsValid := FALSE 
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DiagCode Status Name Status description and setting of the output 
ValidValue := 0x0000 
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SF01_Scale_Verify  

 

This FB verifies a gray metric (DINT) by comparing it to a second gray reading. For this purpose, both meas-
ured values must come from 2 different signal sources and come from 2 different communication channels. 
 
If both values differ by the value in Deviation outside the time in Timeout,  
S_isValid = False. Otherwise, S_isValid = True and the measured value can be further processed in 
S_ValidValue as a safe value. In addition, there is a diagnostic code (DiagCode) and an error flag (Error). 
 
The Table: Input Parameters SF01_Scale_Verify (Table: Input Parameters SF01_Scale_Verify) explains the 
function of input parameters. In Table: Initial parameters SF01_Scale_Verify (Table: Output Parameters 
SF01_Scale_Verify), this is shown for the output parameters. 

 

 

Image: SF01_Scale_Verify 

 

 

Note, Information 

The input values Value 1 and Value 2 are not of the SAFEDINT type, as they come from single-
channel sources and the measured values are therefore not verified. The device ensures proper 
verification and provides a safe SAFEDINT measurement at the output for further processing. The 
device itself is designed on a two-channel safety PLC. 

 

VAR INPUT 

Name Data type Initial Description 

Activate BOOL FALSE General activation of the building block. 
Reset by deactivating and reactivating. 

Value 1 DINT 0 Metric to be verified 1 

Value 2 DINT 0 Measured value to be scaled and used for 
verification 2 

Offset x DINT 0 Offset counter for scaling 

Offset y DINT 1 Denominator of Offset for Scaling 

Scale x DINT 1 Scale Factor Counter 

Scale y DINT 1 Denominator of Scaling Factor 

Deviation DWORD 0 Maximum allowable difference between 
measured value 1 and measured value 2 

Timeout TIME T#0ms Maximum allowed time that may differ 
from measured value 1 and 2 

Table: Input Parameters SF01_Scale_Verify 
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VAR OUTPUT 

Name Data type Initial Description 

Ready BOOL FALSE TRUE: Calculation and verification is 
complete 

Error BOOL FALSE General Error Flag 

DiagCode WORD 0 State code in the state machine 

IsValid SAFEBOOL FALSE Output Reading Validity Signal 
(S_ValidValue) 

S_ValidValue SAFEDINT 0 Verified reading 1 

Table: Initial parameters SF01_Scale_Verify 

 

Condition diagram 

 

 

Diagnostic Codes 

DiagCode Status Name Status description and setting of the output 
16#0000 Idle The block is not active (ground state) 

Activate := FALSE 

Ready := FALSE 

16#8001 Init Block activation start-up lock is active. Activate. 

Activate := TRUE 




























































