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Rotary Solenoid Solenoid Technology 

Kuhnke D 3 

Rotary Solenoid

Technical Data

Nominal voltage: 24 VDC 

Rel. Duty Cycle: 100 % DC 38 % DC  24% DC 15 % DC 4,4 % DC 

Nominal power: 6 W 14 W 21 W 32,6 W 103 W 

D 32, 25 °            MA Ncm 
 ME Ncm 

1,15 
2,10 

2,45 
3,50 

3,30 
4,10 

4,25 
4,80 

6,90 
6,30 

D 33, 35 °            MA Ncm 
 ME Ncm 

0,95 
1,85 

2,20 
3,35 

3,00 
3,80 

3,78 
4,30 

6,40 
4,90 

D 34, 45 °            MA Ncm 
 ME Ncm 

0,65 
1,60 

1,80 
2,95 

2,60 
3,40 

3,40 
3,80 

5,60 
4,30 

D 36, 65 °            MA Ncm 
 ME Ncm 

0,43 
1,35 

1,10 
2,40 

1,50 
2,85 

2,20 
3,30 

4,40 
3,70 

D 39, 95 °            MA Ncm 
 ME Ncm 

0,18 
1,20 

0,57 
2,10 

0,90 
2,40 

1,35 
2,50 

2,50 
2,50 

Connection Type: 
Free leads (Standard length 20 cm) 
Socket connection (for 2.8 x 0.5 DIN 46247 socket and for solder connection) 

Weight: ca. 150 g 

Dynamic moment of 
inertia: ca. 0,35 x 10-6 kgm² 

Time-constant: ca. 2,5 - 12 ms 

Thermal class: B (Tgrenz = 130 °C) 

Accessories -- 

* For cooling surfaces ≥ 150 cm² ; 1.7 times the duty cycle is permissible

MA = initial torque 
ME = end torque (5° before end of angel rotation) 

All rotary solenoids with MA > 0,6 Ncm are available with a return spring MRA ca. 0,5 Ncm. 
All rotary solenoids with MA ≤ 0,6 Ncm are available with a soft return spring  MRA ca. 0,15 Ncm (bei 95 ° MRA ca. 0,11 Ncm) (special design specification DS9420). 

We reserve the rights of modification, omission, error with respect to the products. 
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